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PRODUCT DATA SHEET 

 

EXPOSED AGGREGATE SEAL WB 

WATER-BASED SEALER FOR EXPOSED AGGREGATE CONCRETE 

 

PRODUCT DESCRIPTION 

Exposed Aggregate Seal WB is an eco-friendly, silica-based co-polymer formulated to seal, harden, 
and enhance concrete surfaces. This advanced formula enhances the natural look of the exposed 
aggregate and creates a tough, protective layer that provides exceptional resistance against 
staining, erosion, and dusting.  

Exposed Aggregate Seal WB is UV-stable and non-yellowing, making it suitable for harsh Australian 
climates. It has outstanding gloss retention, minimal water sensitivity and helps to prevent the 
growth of mold and mildew.  

As a water-based product, it is virtually odourless, free from toxic volatile organic compounds 
(VOCs), and designed to be safe and comfortable to apply while minimising environmental impact.

 

USES 

Exposed Aggregate Seal WB is suitable for exterior applications. It is ideal for protecting and 
enhancing new exposed aggregate concrete driveways, paths, and patios.

 

KEY BENEFITS 

• Fast Spray Application: Applying the sealer with a sprayer allows for a faster application, 
covering larger areas in a shorter time, and making it possible to get on and off the job site 
quickly. 

• Natural Finish with Vibrant Colours: Bring out the natural beauty of the exposed aggregate 
with a high-quality, clean look. This sealer enhances the colours of the aggregate without 
altering the natural texture. 

• Enhanced UV Stability: This product is UV-stable with a permanent sheen and exceptional 
weather resistance, making it ideal for harsh environmental conditions. 

• Increased Durability: It hardens and densifies concrete, significantly enhancing abrasion 
resistance and effectively reducing surface erosion and dust accumulation. 

• Advanced Moisture Protection: It acts as an effective moisture barrier, significantly 
reducing the risk of surface spalling and enhancing structural longevity. 

• Superior Resistance: It is highly resistant to water and chemicals, offering robust 
protection against stains, spills, and potential surface damage. 

• Exceptional Cleanability: The superior dirt pick up resistance ensures effortless cleaning 
and minimal maintenance. 

• Efflorescence Protection: It is highly resistant to efflorescence, which prevents sealer 
deterioration and extends the lifespan of treated surfaces. 

• Eco-Friendly Formula: This environmentally friendly and virtually odourless formula 
ensures safety during application and significantly reduces environmental impact. 
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• User-Friendly Application: This ready-to-use formula is easy to apply and has rapid drying 
times, which reduces downtime and enhances project efficiency. 

• 2-Day Cure Time: This sealer can be walked on in as little as 30 minutes and full cure in 2 
days. 

 

COVERAGE 

Approximately 5m² per litre. 

 

APPLICATION 

Ensure the surface is clean and free of debris. If using acid etches, ensure the product is applied, 
neutralised, and rinsed thoroughly per the manufacturer's instructions.  

Apply evenly using a low-pressure sprayer. While wet, lightly broom the sealer into the surface using 
a soft bristle broom to ensure deep penetration and even coverage. Avoid allowing the sealer to pool 
or puddle.  

One or two coats may be applied depending on the desired appearance, thickness, and durability. 

Allow a minimum of 30 minutes dry time before re-coating, ensuring the surface remains clean. 

Once sealed, keep clear for at least 4 hours. Avoid driving on the surface for at least 2 days. 

 

PRECAUTIONS 

• Do not apply at temperatures above 30°C or below 10°C 

• Avoid application during rain or when rainfall is expected within the following 24 hours 

• Always consult the Safety Data Sheet (SDS) before product use 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Transparent milky-blue liquid 

Odour Slight 

Specific Gravity 1.02-1.04 

Flammability Non-flammable 

Water Solubility Dispersible 

Shelf Life 2 years (store at 5-35˚C) 

Packaging Sizes Available in 20 and 200 litre containers 
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HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 
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