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PRODUCT DATA SHEET 

 

LIQUID GRIND 

SAFE, NON-CORROSIVE, BIODEGRADABLE CONCRETE SOFTENING AGENT 

 

PRODUCT DESCRIPTION 

Liquid Grind is a specially formulated, safe-to-use, non-corrosive, and biodegradable solution 
expertly engineered for softening concrete. By significantly reducing the density and hardness of 
concrete surfaces, Liquid Grind streamlines and enhances the effectiveness of diamond grinding 
operations, particularly on challenging, dense, and stubborn slabs, resulting in reduced labour time 
and superior grinding performance. 

 

USES 

Liquid Grind is ideal for various diamond cutting applications, including: 

• Concrete grinding 
• Concrete cutting 
• Concrete coring 

 

KEY BENEFITS 

• Enhanced Efficiency: Improved cutting speed results in significantly higher productivity per 
labour hour, allowing tasks to be completed more efficiently and thereby reducing the 
overall project duration and associated labour costs. 

• Onsite Safety: Environmentally safe for onsite use, ensuring worker safety and eliminating 
potential risks associated with environmental contamination or regulatory non-compliance. 

• Environmental Protection: 100% biodegradable formulation ensures complete 
breakdown, posing no threat or contamination risks to stormwater runoff streams and 
protecting local ecosystems. 

 

MIX RATIO 

• Dilution ratio: 1 litre of Liquid Grind to 1 litre of water. 

 

APPLICATION 

• For optimal results, apply Liquid Grind under conditions that prevent rapid surface drying. 

• Always perform a preliminary test in a small, inconspicuous area. 



 

Page 2 of 3 
 

1. Dilute Liquid Grind in a bucket, then evenly distribute it directly onto the concrete 
floor using a soft-bristled broom.  

2. Apply liberally, allowing the concrete to absorb sufficient product until saturation is 
achieved. 

3. Maintain a wet surface for at least 15 minutes to facilitate effective softening prior to 
grinding. 

 

LIMITATIONS 

• Always review the Safety Data Sheet (SDS) before product use. 

• Do not apply at temperatures above 35°C or below 10°C 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Colourless liquid 

Odour Slight 

Specific Gravity 1.03 

Flammability Non-flammable 

Water Solubility Highly Soluble 

Shelf Life 2 years (store at 5-35˚C) 

Packaging Sizes Available in 5, 15 and 200 litre containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

http://www.ecoshield.com.au/
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MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 
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