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PRODUCT DATA SHEET

CONCRETE GRINDING LUBE

LUBRICANT FOR DIAMOND TOOLS - CONCRETE GRINDING, CUTTING AND DRILLING

PRODUCT DESCRIPTION

Concrete Grinding Lube is an advanced, highly effective lubricant specifically engineered to
enhance the performance and durability of diamond tooling. Specially formulated with premium
ingredients, it significantly accelerates cutting speeds and minimises tool wear, dramatically
extending the lifespan of diamond cutting, grinding, and coring tools.

This product is meticulously designed to optimise operational efficiency, enabling projects to be
completed faster and with greater precision.

Uniquely, Concrete Grinding Lube features integrated degreasing capabilities, allowing it to be
versatile across a wide array of applications, promoting cleanliness and optimal operational
performance.

USES

Concrete Grinding Lube is suited to numerous demanding diamond tool applications, including but
not limited to:

e Concrete Grinding

e Concrete Cutting

e Concrete Coring

e Marble & Granite Grinding
e Marble & Granite Cutting
e Marble & Granite Polishing
e Road & Runway Grooving
e Brick &Tile Cutting

e Terrazzo

e Engineered Stone Fabrication

KEY BENEFITS

o Enhanced Productivity: Concrete Grinding Lube dramatically enhances cutting speeds,
providing increased output per labour hour and enabling projects to reach completion
ahead of schedule. Tools maintain their cutting edges up to 35% longer, reducing the
frequency and cost of replacements and significantly enhancing overall project efficiency.
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e Eco-Friendly: Formulated in compliance with Australian Standard 4351, Concrete Grinding
Lube is a readily biodegradable lubricant. Its eco-friendly formulation reduces
environmental impact, supporting sustainability initiatives through decreased water usage,
reduced energy consumption, and minimised waste.

o Cost Efficiency: By extending tool life and improving cutting performance, Concrete
Grinding Lube lowers operational costs, maximises labour efficiency, and boosts
profitability.

MIXING
Recommended dilution: 1 litre Concrete Grinding Lube mixed with 25 litres water (1:25 ratio).

For challenging or highly demanding conditions, Concrete Grinding Lube may be applied neat
(undiluted) to maximise performance benefits.

LIMITATIONS

e Always consult the Safety Data Sheet (SDS) before product use

TECHNICAL SPECIFICATIONS

Property Specification

Appearance Transparent reddish liquid

Odour Slight, sweet citrus

Specific Gravity 1.04

Flammability Non-flammable

Water Solubility Dispersible

Shelf Life 2 years (store at 5-35°C)

Packaging Sizes Available in 5 and 15 litre containers
HEALTH & SAFETY

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at

www.ecoshield.com.au.
For emergencies, contact 24-hour mobile support at 0413 075 994.
First Aid Measures

o |f swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if
necessary.

o Ifin eyes: Rinse immediately with water for several minutes. Remove contact lenses if
present. Continue rinsing and seek medical attention if irritation persists.
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¢ If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical
assistance.

Poisons Information Centre: 131 126.

MANUFACTURER’S DISCLAIMER

The use of this product in combination with other manufacturers’ products may impactits
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from
improper application or deviation from recommended procedures.

Product formulations and application methods are subject to updates—please ensure you have the
latest information.

CONTACT INFORMATION

Ecoshield Performance Coatings Pty Ltd
%, 0881857148
@’ info@ecoshield.com.au
www.ecoshield.com.au

Date of Revision: May 2026
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