
 

Page 1 of 4 
 

PRODUCT DATA SHEET 

 

2K SUPER SEAL 

LITHIUM/SILICONE PENETRATING SEALER FOR POLISHED CONCRETE FLOORS 

 

PRODUCT DESCRIPTION 

2K Super Seal is a water-based penetrating sealer designed for use on honed and polished concrete 
surfaces during the final stage of the polishing process. It enhances the durability of concrete, 
providing resistance against fats, oils, and water while preserving its natural appearance and slip 
resistance. 

2K Super Seal functions through two distinct mechanisms: 

• Lithium Particles: These penetrate the concrete, reacting with soluble calcium compounds 
to increase surface strength and wear resistance. 

• Silicone-Based Protection: This component permeates deeply into the substrate, forming 
a protective barrier that enhances durability and longevity. 

 

USES 

2K Super Seal is the perfect solution for enhancing and protecting both interior and exterior honed or 
mechanically polished concrete floors, delivering reliable performance in a variety of environments. 

 

KEY BENEFITS 

• High-Performance Sealing Solution: A cutting-edge, invisible penetrating sealer that 
effectively bonds with concrete surfaces without leaving application marks, ensuring a 
seamless and long-lasting finish. 

• Enhances the Natural Aesthetic: Enriches the concrete’s inherent colour, bringing out its 
depth and vibrancy while maintaining a natural look. 

• Superior Stain Protection: Provides an advanced barrier against spills and stains, ensuring 
long-lasting cleanliness and easy maintenance. 

• Advanced Water Repellency: Features rapid beading action, ensuring superior protection 
against moisture infiltration and enhancing long-term durability. 

• Extended Durability: Provides long-lasting protection, outperforming conventional sealers 
in preserving surface integrity and resistance. 

• Enhanced Abrasion Resistance: Strengthens honed and polished concrete surfaces, 
providing superior protection against wear and tear for long-term durability. 

• Eco-Friendly & Safe: Odourless, VOC-free, and environmentally sustainable, ensuring a 
safe and non-toxic application. 
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• Effortless Application: A ready-to-use formula designed for seamless and hassle-free 
application, ensuring maximum efficiency and user convenience. 

 

COVERAGE 

One coat provides coverage of approximately: 

• Honed Concrete: 5-10m² per litre. 

• Mechanically Polished Concrete 20-40m² per litre. 

 

SURFACE INSPECTION  

Before application, ensure that the surface is clean, dry, and free from contaminants, such as 
grease, loose paint, oil, dust, curing agents, or any foreign material that may hinder penetration and 
adhesion. 

 

SURFACE PREPARATION 

For optimal performance, diamond grinding or shot blasting is recommended to remove 
contaminants. If using alternative preparation methods, ensure the surface is porous enough to 
allow proper absorption and bonding. 

 

MIXING 

Shake both bottles well before mixing.  

Combine equal parts of Part A and Part B (1:1 ratio), mixing thoroughly to achieve optimal 
performance before applying.

 

APPLICATION 

1. Ensure the surface is clean and dry. 

2. Apply 2K Super Seal using a pump sprayer or pour directly onto the floor. 

3. Use a microfibre flat mop to spread the material evenly. 

4. Apply sufficient product to keep the surface wet for at least 30 seconds, avoiding puddles or 
excess buildup. 

5. Allow the product to fully dry (approximately 30 minutes at 25°C). 

• If required, apply a second coat for enhanced protection. 

6. Optional: Buffing with polishing pads can be performed for a refined finish. 

For an ultra-high shine, lightly spray 2K Super Seal in front of a polishing machine and work it 
into the floor. 
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MAINTENANCE 

For best results, clean treated surfaces using Eco Clean+Seal. 

For complete guidance on maintaining and preserving the sealed surface, please refer to our 
comprehensive Care Instructions on our website. 

 

PRECAUTIONS 

• Do not apply in temperatures above 30°C or below 10˚C. 

• Avoid application during rainfall or when rain is expected within 24 hours. 

• Always consult the Safety Data Sheet (SDS) before product use. 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Clear (Part A), Milky off-white (Part B) 

Dry Time at 25˚C 30 minutes 

Odour Slight 

Specific Gravity 0.97 

Flammability Non-flammable 

Water Solubility Dispersible 

Shelf Life 2 years (store at 10-35˚C) 

Packaging Sizes Available in 2 x 2 litre plastic containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

https://www.ecoshield.com.au/product-page/eco-clean-seal
http://www.ecoshield.com.au/
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Poisons Information Centre: 131 126. 

 

MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 
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