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PRODUCT DATA SHEET 

 

EPOXY XLR8 

ACCELERANT FOR ECO EPOXY SHIELD CURING TIME 

 

PRODUCT DESCRIPTION 

Epoxy XLR8 is a specialised additive meticulously formulated to accelerate the curing process of the 
Eco Epoxy Shield system. It effectively shortens cure times, especially at lower ambient 
temperatures, enabling quicker turnaround times and significantly boosting productivity on projects 
requiring epoxy coatings.  

The additive ensures reliable performance by reducing wait periods between coating applications, 
ultimately enhancing the efficiency of operations and allowing users to complete multiple coating 
layers within shorter periods, thereby improving overall workflow management. 

 

KEY BENEFITS 

• Accelerated Curing: Speeds up the curing process for the Eco Epoxy Shield system. 

• Increased Efficiency: Facilitates application of both initial and subsequent coats within the 
same working day. 

• User-Friendly: Designed for straightforward incorporation into the Eco Epoxy Shield 
system, requiring minimal additional preparation. 

 

APPLICATION 

1. Workflow Readiness: As Epoxy XLR8 is a very rapid application product system, the surface 
to be coated, tools, packaging, and related equipment should be fully prepared in advance 
to ensure a fast and smooth flow for work. 

2. Mixing: Carefully follow the standard mixing instructions provided with the Eco Epoxy Shield 
product. Add Epoxy XLR8 in the proportion of 200 ml per 15-liter kit and mix thoroughly to 
ensure complete and uniform integration. 

3. Dosage Guidance at 25°C: 

o 1 x 200 ml pack provides up to 30% acceleration in curing. 

o 2 x 200 ml packs yield up to 60% faster curing. 

4. Precautionary Note: Exceeding the recommended dosage may result in undesirable 
outcomes, such as a yellow discoloration and increased brittleness of the coating. Usage 
beyond recommended limits is at the user's risk. 

5. Clean-Up: Tools must be cleaned immediately post-application, as the material hardens 
rapidly, making mechanical removal necessary if allowed to cure. 
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LIMITATIONS 

• Adding Epoxy XLR8 significantly reduces the pot life of the Eco Epoxy Shield mixture. 

• Store in a cool, dry place between 10 - 35°C. 

• Keep container tightly closed when not in use. 

• Avoid exposure to direct sunlight and extreme temperatures. 

• Always review the Safety Data Sheet (SDS) before product use. 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Pale yellow, viscous liquid 

Odour Amine like 

Specific Gravity 0.97 

Flammability Non-flammable 

Water Solubility 850 g/l 

Shelf Life 2 years (store at 5-35˚C) 

Packaging Sizes Available in 200ml containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

 

 

http://www.ecoshield.com.au/
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MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 
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