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PRODUCT DATA SHEET 

 

CARBON COAT FOR CONCRETE 

NON-YELLOWING, ABRASION & IMPACT RESISTANT HIGH-BUILD TOPCOAT FOR CONCRETE 

 

PRODUCT DESCRIPTION 

Carbon Coat is an advanced, environmentally friendly, water-based polycarbonate high-build 
topcoat. It provides a UV-stable, hard-wearing, abrasion- and impact-resistant surface film, making 
it ideal for high-traffic flooring applications. 

Forming an ultra-clear membrane, Carbon Coat enhances the vibrancy of resurfaced floors while 
offering superior protection against moisture penetration, staining, dirt, dust, and general wear. It is 
suitable for a range of hard surfaces, including mechanically ground, smoothed, and polished 
concrete floors. 

Carbon Coat can be applied as a single-pack product or enhanced with Diamond Link Hardener for 
a two-pack system, providing additional durability. Its water-based composition ensures minimal 
toxic emissions (low VOC), making it a safer and more environmentally responsible choice. 

 

USES 

Carbon Coat is designed for interior hard surface applications where superior abrasion and impact 
resistance are required. Suitable surfaces include: 

• Concrete 

• Slate 

• Vinyl 

• Ceramic 

• Stone 

 

KEY BENEFITS 

• Exceptional Durability: Withstands heavy traffic, impact, and abrasion, ensuring long-term 
protection for high-use surfaces while maintaining structural integrity and minimising wear 
over time. 

• Enhanced Clarity: Increases the vibrancy of resurfaced floors by enhancing colour depth 
and natural aesthetic appeal, ensuring a high-definition, professional finish that remains 
visually striking over time. 

• Seamless Application: Excellent flowability prevents brush and roller marks, ensuring a 
smooth, even finish with minimal effort and superior surface coverage. 
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• UV Stability: Non-yellowing formulation maintains a crystal-clear finish, preventing 
discoloration and ensuring long-term aesthetic appeal even in high-exposure environments. 

• Fast Drying: Enables project completion within a single day, reducing downtime and 
allowing for quicker return to service in both residential and commercial applications. 

• Low Maintenance: Resists dirt pick-up, allowing for easy cleaning and reducing the need for 
frequent maintenance, ensuring long-term surface protection and appearance retention. 

• Eco-Friendly & Odourless: Virtually no odour, with a water-based composition for minimal 
environmental impact 

• User-Friendly: Ready-to-use formula ensures simple and efficient application 

 

COVERAGE 

One coat provides coverage of approximately 8 – 12 m² per litre. 

 

SURFACE INSPECTION & PREPARATION 

Inspection: Ensure the surface is clean, dry, and free from contaminants such as grease, loose 
paint, oil, dust, or curing agents that may impair adhesion. 

Preparation 

• Concrete, Slate, Vinyl, Ceramic, and Stone: 

o Remove contaminants using diamond grinding or shot blasting. 

o If alternative preparation methods are used, ensure the substrate remains porous 
for optimal product absorption. 

o If acid etching is performed, neutralise and rinse as per manufacturer guidelines, 
ensuring complete dryness before application. 

• Existing Coatings: 

o Sand the surface with 100-grit abrasive paper. 

o Remove debris and prepare with Recoat Etch immediately before application. 

 

APPLICATION 

Primer Application 

• Eco Bond primer should be applied liberally and worked into the surface using a soft-bristled 
broom to enhance penetration and adhesion. 

Topcoat Application 

1. Shake the container well before use. 

2. Apply Carbon Coat within 24 hours of priming. 
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3. Use a brush, roller, or sprayer for an even coat. 

4. When rolling, use a 10mm microfibre roller. 

5. Apply 1 or 2 coats depending on desired thickness and resistance. 

6. Allow a minimum drying time of 30 minutes at 25°C before recoating. 

 

MAINTENANCE 

• Full cure takes approximately 3 days, depending on climatic conditions. 

• Avoid cleaning with water or detergents during the initial 3-day curing period. 

• After curing, use Eco Clean or Eco Disinfectant for routine maintenance. 

For complete guidance on maintaining and preserving the sealed surface, please refer to our 
comprehensive Care Instructions on our website. 

 

PRECAUTIONS 

• Do not apply in temperatures above 30°C or below 10°C. 

• Ensure the surface is completely dry and moisture-free before application to prevent 
whitening or delamination. 

• Maintain a moisture-free environment for at least 72 hours post-application. 

• Always consult the Safety Data Sheet (SDS) before product use. 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Transparent liquid 

Sheen Gloss, satin or matte 

Dry Time at 25˚C 30 minutes 

Odour Slight 

Specific Gravity 1.04 

Flammability Non-flammable 

Water Solubility Dispersible 

VOC Content Green Building Council Compliant 

Shelf Life 2 years (store at 5-35˚C) 

Packaging Sizes Available in 5 and 15 litre containers 
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HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 

📅 Date of Revision: May 2026 
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