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PRODUCT DATA SHEET 

 

DIAMOND LINK HARDENER 

NON-ISOCYANATE, 2-PACK ADDITIVE FOR LIQUID POLYCARBONATE COATINGS 

 

PRODUCT DESCRIPTION 

Diamond Link Hardener is a high-performance, non-toxic, VOC-free crosslinking additive designed 
specifically for water-based polycarbonate coatings. Incorporating this additive significantly 
enhances critical performance attributes such as: 

• Enhanced water, solvent, and chemical resistance 

• Improved hardness, abrasion, and scratch resistance 

• Superior adhesion properties 

The addition of Diamond Link Hardener converts standard Carbon Coat Polycarbonate Coating from 
a single-component to a two-component coating, ensuring optimal durability and strength. 

 

KEY BENEFITS 

• Safe and Sustainable: Non-toxic formulation that ensures safety for users, minimizes 
environmental impact, and supports sustainable practices 

• Reliable in Cold Conditions: Exceptional performance even at low-temperature cures, 
providing consistent results in challenging environments and colder climates 

• Convenient Application: Extended pot life facilitates easier handling and application, 
allowing ample time for precise application, thus reducing waste and enhancing efficiency 

• Optimal Integration: Excellent dispersability within coatings ensures uniform distribution 
and consistent performance throughout the coating, leading to superior results and 
application efficiency 

• Enhanced Durability: Noticeably enhances strength, durability, and longevity of 
polycarbonate coatings, providing superior protection against wear and environmental 
stress 

 

MIXING 

Thoroughly combine 1 x 200ml jar of Diamond Link Hardener with 1 x 5-litre Carbon Coat 
Polycarbonate Coating. 

 

LIMITATIONS 

• Always consult the Safety Data Sheet (SDS) before product use 

 



 

Page 2 of 3 
 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Transparent liquid 

Odour Slight 

Specific Gravity 1.03 (20˚C) 

Flammability Non-flammable 

Water Solubility Dispersible 

Shelf Life 2 years (store at 5-35˚C) 

Packaging Sizes Available in 200ml containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

http://www.ecoshield.com.au/
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        info@ecoshield.com.au 

  www.ecoshield.com.au 
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