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PRODUCT DATA SHEET 

 

ECO SEAL NATURAL 

INVISIBLE WATER-BASED PENETRATING SILANE SEALER 

 

PRODUCT DESCRIPTION 

Eco Seal Natural is a highly effective, environmentally friendly, water-based penetrating silane 
sealer specifically engineered to safeguard masonry building materials. It delivers exceptional 
protection against stains caused by water, oil, food, wine, and tannin, while meticulously preserving 
the natural appearance and slip resistance of polished concrete floors, coloured masonry paving, 
and natural stone pavers. 

 The innovative formulation deeply penetrates substrates, coating the internal pores with silicone to 
create an invisible, breathable barrier that preserves the original aesthetic and structural integrity.  

Additionally, Eco Seal Natural emits virtually zero volatile organic compounds (VOCs), making it not 
only safe for applicators and occupants but also ideal for sustainable building practices and eco-
friendly environments.  

Water repellent effect on a concrete  The resistance to rising damp of concrete blocks 
block containing silicone 

 

USES 

Eco Seal Natural is ideal for sealing untreated concrete, masonry products, and paving, including 
ceramic and natural stone tiles. Suitable for interior and exterior applications, it is effective on both 
porous and polished surfaces. 

 

KEY BENEFITS 

• Rapid Water Repellency: Fast beading action provides immediate, highly effective water 
repellency, ensuring enhanced protection against moisture penetration and damage. 

• Extended Durability: Provides significantly longer-lasting protection compared to 
conventional sealers, reducing the frequency of reapplication and ongoing maintenance 
costs. 
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• Comprehensive Surface Protection: Effectively protects surfaces from common issues 
such as efflorescence, spalling, and erosion, extending the life and aesthetic appeal of the 
substrate. 

• Superior Chemical and Water Resistance: Offers robust resistance to various chemicals 
and water, effectively safeguarding surfaces against potential damage from spills, 
environmental pollutants, and moisture ingress. 

• Safe and Eco-Friendly Formulation: Virtually odorless and environmentally friendly, 
ensuring minimal impact on indoor air quality and overall environmental safety during and 
after application. 

• User-Friendly Application: This product is ready-to-use directly from the container, offering 
easy application with minimal effort, and quick drying times to minimize downtime and 
enhance productivity during installation. 

 

COVERAGE 

Coverage will vary based on the surface condition: 

• Porous surfaces: approximately 5 m² per litre per coat. 

• Non-porous surfaces: approximately 20 m² per litre per coat. 

 

SURFACE INSPECTION 

Surfaces must be clean, dry, and free from grease, oils, loose paint, dust, curing agents, or any 
contaminants that may interfere with adhesion. Protect treated surfaces from moisture for at least 
24 hours after application. 

 

SURFACE PREPARATION 

Concrete, slate, ceramic, and stone substrates must be thoroughly cleaned to remove all 
contaminants prior to application. 

 

APPLICATION 

Substrate Saturation: Apply Eco Seal Natural directly from the container, distributing evenly with a 
soft-bristled broom or microfiber floor sweeper. Apply liberally to ensure the concrete absorbs 
enough material to reach full saturation.  

Do not leave the material to pool on the surface or surface discolouration may occur. Once dry, 
apply a second coat for long-term protection. 

Table 1: Wind-Driven Rain Resistance of Concrete Treated with Eco Seal Natural 

Method Test Unit Result 

ASTM E514 Wind-driven rain resistance (penetration reduction) % 36.9 
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ASTM E514 Wind-driven rain resistance (leakage reduction) % 0.10 
 

 

MAINTENANCE 

For best results, clean treated surfaces using Eco Clean+Seal. 

For complete guidance on maintaining and preserving the sealed surface, please refer to our 
comprehensive Care Instructions on our website. 

 

LIMITATIONS 

• Do not apply if ambient temperatures are above 30°C or below 10°C. 

• Avoid application during rain or if rain is expected within 24 hours. 

• Always review the Safety Data Sheet (SDS) before product use. 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Off white liquid 

Odour Slight 

Spread Rate 5 – 20m² per litre 

Specific Gravity 1.02-1.04 

Flammability Non-flammable 

Water Solubility Dispersible 

Shelf Life 2 years (store at 10-35˚C) 

Packaging Sizes Available in 5, 15 and 200 litre containers 

 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

https://www.ecoshield.com.au/product-page/eco-clean-seal
http://www.ecoshield.com.au/
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• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 

📅 Date of Revision: May 2026 

 

 

http://www.ecoshield.com.au📅/
http://www.ecoshield.com.au📅/

