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PRODUCT DATA SHEET 

 

COLOUR ENHANCE 

WATER-BASED SEALER FOR UNTREATED TIMBER FLOORS 

 

PRODUCT DESCRIPTION 

Colour Enhance is a high-performance, environmentally friendly, waterborne primer and sealer 
formulated specifically for untreated timber floors. It is designed to accentuate the natural beauty of 
timber by enriching its deep, vibrant tones, delivering a warm and elegant finish that enhances the 
character of any interior space. 

Its extended working time allows for a seamless application, helping to minimise lap marks and 
ensuring an even, professional-quality result.  

The virtually odourless formula emits minimal VOCs, making it an ideal choice for environmentally 
conscious users seeking a safer, cleaner alternative without compromising on quality or visual 
appeal. 

 

USES 

Ideal for interior use, Colour Enhance is compatible with a wide range of commercial timber species 
commonly used across Australia. Whether you're working with hardwoods or softwoods, this 
versatile formula is engineered to bond effectively and highlight the timber’s natural characteristics, 
making it an excellent choice for residential, commercial, and architectural projects alike. 

Not recommended for use with parquetry flooring. 

 

KEY BENEFITS 

• Enhanced Clarity: Increases the vibrancy of resurfaced floors, enhancing the deep, rich 
colours of timber floors. 

• Refined Application: Ensures a consistently smooth and even finish, significantly reducing 
lap marks and enhancing the overall appearance of the surface. 

• Colour Stability: Effectively resists tannin bleed-through, helping to prevent discolouration 
and maintain the natural beauty of the timber over time. 

• Structural Integrity: Helps maintain the stability of timber flooring by reducing the potential 
for edge bonding, ensuring a more durable and long-lasting surface. 

• Eco-Friendly Comfort: Designed to be virtually odourless and environmentally friendly, 
ensuring a more pleasant indoor experience while reducing the ecological footprint. 

• Application Efficiency: Designed for convenience, this product is ready-to-use straight 
from the container, applies smoothly with minimal effort, and dries quickly to allow for faster 
project completion. 
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• Scratch Resistance: Provides enhanced durability by offering superior resistance to wear, 
abrasions, and everyday foot traffic, ensuring a longer-lasting finish. 

• Moisture Protection: Effectively safeguards surfaces by forming a protective barrier that 
helps prevent water damage, staining, and swelling caused by excess moisture. 

• Easy Maintenance: Reduces the effort required for regular cleaning and ongoing upkeep, 
helping to preserve the floor’s appearance and extend its lifespan with minimal 
maintenance. 

 

COVERAGE 

One coat provides coverage of approximately 8–12m² per litre, depending on the porosity and texture 
of the timber surface, as well as the application method used. 

 

SURFACE INSPECTION  

• Ensure the floor is properly acclimatised to its end-use environment. The timber's moisture 
content should be close to equilibrium, typically 10-17%, for optimal coating performance. 

 

SURFACE PREPARATION 

• Sand the surface back to bare timber. 

• Ensure the floor is free from sanding dust, oil, wax, and other contaminants that may affect 
adhesion. 

• Perform the final sanding process using a 120-grit sanding disc. 

 

APPLICATION 

1. Allow Colour Enhance to reach room temperature and shake the container lightly before 
use. 

2. Optimal coating conditions: 18-25°C temperature and 40-60% relative air humidity. 
Minimum application temperature is 10°C. 

3. Apply the primer evenly using a brush and 10mm microfibre roller, working with the timber 
grain to prevent product accumulation. 

4. Ensure uniform timber saturation to avoid colour variation. Always maintain a wet edge to 
prevent overlaps. 

5. In higher temperatures, dilute with Ecoshield’s 30 Plus at a rate of 5% to increase working 
time. 

6. Allow a minimum drying time of 30 minutes at 25°C before recoating. 

7. Remove all dust and apply two topcoats of Ecoshield’s Carbon Coat – Polycarbonate. 
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LIMITATIONS 

• Do not apply in temperatures above 30°C. 

• Ensure the surface is completely dry and moisture-free before application to prevent 
whitening or delamination. 

• Do not apply within 5˚C of dew point or if the temperature is below 10˚C. 

• Always consult the Safety Data Sheet (SDS) before product use. 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Transparent milky white liquid 

Dry Time at 25˚C 30 minutes 

Odour Slight 

Specific Gravity 1.04 

Flammability Non-flammable 

Water Solubility Dispersible 

VOC Content Green Building Council Compliant 

Shelf Life 2 years (store at 5-35˚C) 

Packaging Sizes Available in 5 and 15 litre containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

 

http://www.ecoshield.com.au/
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MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 
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