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PRODUCT DATA SHEET 

 

ECO BOND 

WATER-BASED ACRYLIC PRIMER / SEALER FOR CONCRETE 

 

PRODUCT DESCRIPTION 

Eco Bond is a high-performance, environmentally friendly water-based acrylic primer and sealer 
specifically formulated to penetrate deeply into a variety of surfaces. Its innovative composition 
ensures a superior bond, effectively anchoring subsequent coatings for long-lasting protection. By 
sealing porous surfaces and creating a stable base, Eco Bond significantly improves the adhesion, 
appearance, and durability of topcoats, reducing the risk of peeling, blistering, or premature failure. 

With minimal volatile organic compound (VOC) emissions and a water-based formulation, Eco Bond 
offers a safer and more sustainable solution for both indoor and outdoor environments. It is ideal for 
projects where air quality and environmental responsibility are a priority, without compromising on 
performance or reliability. 

 

USES 

Eco Bond is suitable for a wide range of surfaces, including: 

• Concrete 

• Bitumen 

• Slate 

• Vinyl 

• Ceramic 

• Stone 

Ideal for both interior and exterior applications. 

 

KEY BENEFITS 

• Improved Coating Performance: Maximises the bond strength between the substrate and 
topcoat, resulting in enhanced durability, smoother application, and increased resistance 
to peeling, lifting, or early wear in high-traffic or exposed environments. 

• Surface Stabilisation: Effectively seals porous and uneven surfaces to minimise 
absorbency, creating a consistent and stable base that enhances the visual finish and 
longevity of subsequent coatings. 

• Maintenance Reduction: Significantly decreases the need for frequent touch-ups or repairs 
by enhancing the durability and longevity of applied coatings, ultimately lowering ongoing 
maintenance costs and effort over time. 
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• Eco-Conscious Formulation: Minimises environmental footprint and promotes healthier 
indoor air quality through the use of ultra-low VOCs, making it a responsible choice for 
environmentally sensitive projects and occupied spaces. 

• Versatile Ease of Use: Designed with user convenience in mind, Eco Bond is simple to 
apply straight from the container, making it an ideal solution for both experienced 
professionals and first-time DIY users seeking efficient and reliable results. 

• Rapid Curing Time: Features a fast-drying formulation that accelerates project timelines by 
allowing quicker recoating and faster return to service, ideal for both time-sensitive 
commercial jobs and efficient home renovations. 

 

COVERAGE 

One coat provides effective coverage ranging from 5 – 10m² per litre, depending on surface porosity, 
texture, and application method. 

 

SURFACE INSPECTION 

Before application, ensure that the surface is: 

• Clean and Dry: The substrate must be completely free from grease, loose paint, oil, dust, 
curing agents, or any foreign material that might prevent proper adhesion.  

• Moisture Levels: Concrete must have a relative humidity in the slab below 75% (ASTM F-
2170) or 4.5% with a Tramex meter. All moisture exposure should be avoided for at least 24 
hours post-application.  

• Alkalinity & pH Testing: Ensure the surface pH reading ranges strictly between 5 – 9 to 
guarantee proper adhesion.  

o Note on Alkalinity: Alkalinity refers to a high pH reading, which means the substrate 
is not neutral. High alkalinity can cause salts to creep up through the substrate and 
cause a crystallisation called efflorescence. These salts have a strong tendency to 
prevent or destroy the bonding of coatings to the substrate.  

o Testing Method: The most common form of testing is the use of pH paper or tape.  

o Testing Limitation: Testing the substrate for alkalinity can only show the amount of 
alkalinity at the time of the test and cannot be used to predict long-term conditions.  

Important Applicator Notice: The responsibility for all substrate testing lies solely with the 
applicator. The manufacturer and supplier bear no responsibility for failures due to improper surface 
conditions. Failure to adhere to these strict preparation guidelines can result in product 
delamination, discoloration, blistering, or the altogether failure of the coating system.  

 

SURFACE PREPARATION 

• Contaminant Removal: Substrates must be made completely free from grease, oil, dust, 
and other contaminants by diamond grinding or shot blasting.  
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• Alternative Preparation Methods: When using mechanical preparation methods other than 
grinding or shot blasting, ensure that the final surface is porous and that the product is fully 
able to soak in and properly bond.  
 

• Acid Etching: If utilising acid etches, ensure the solution is properly applied, neutralised, 
and thoroughly rinsed in strict accordance with the manufacturer's instructions. Ensure that 
the substrate is completely dry before proceeding with the application.  
 

• Existing Coatings (Where Applicable): For previously coated surfaces, sand the surface 
thoroughly with 100-grit abrasive paper and remove all debris using Recoat Etch prior to 
application. Ensure the underlying profile remains clean, stable, and receptive to the primer.  

 

APPLICATION 

Primer Application Methods: Eco Bond is best applied straight out of the container onto the floor. It 
can be spread evenly using a soft-bristled broom or a microfibre flat mop. Alternatively, Eco Bond 
can be sprayed using an airless unit or a pump pack.  

Material Saturation: The primer should be applied liberally so that the concrete absorbs enough 
material to reach complete saturation. Lightly work the product into the surface during application 
to maximise penetration and adhesion.  

Topcoat Application: Apply subsequent topcoats within 24 hours of the primer coat application for 
optimum bonding results.  

 

LIMITATIONS 

• Do not apply in temperatures exceeding 30°C or below 10˚C. 

• Do not apply if rain is expected within 24 hours. 

• Always consult the Safety Data Sheet (SDS) before product use 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Main Components Acrylic 

Solid Content, % by 
Weight 

10% 

Appearance Transparent milky white liquid 

Odour Slight 

Specific Gravity 1.05 

Viscosity (#4 Ford Cup) 13 Seconds 

Dry Time at 25˚C 30 minutes 

VOC Content Zero grams per litre 
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Flammability Does not burn 

Water Solubility Dispersible 

Shelf Life 2 years (store at 10-35˚C) 

Packaging Sizes Available in 5, 15, 200 and 1000 litre containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

 

MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 

📅 Date of Revision: May 2026 
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