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PRODUCT DATA SHEET 

 

ECO DENSI SHIELD SODIUM 

SODIUM SILICATE HARDENER & CURING COMPOUND FOR CONCRETE 

 

PRODUCT DESCRIPTION 

Eco Densi Shield Sodium is a premium-grade, environmentally responsible hardener and curing 
compound formulated with sodium silicate to deliver superior concrete performance.  

Engineered for durability, this advanced treatment penetrates deep into concrete substrates, where 
it reacts with soluble calcium compounds to form a dense, hardened matrix. The result is 
significantly enhanced surface strength, improved resistance to wear, and a prolonged service life.  

Optimally suited for use on mechanically ground, smoothed, and polished concrete floors, Eco 
Densi Shield Sodium delivers outstanding hardening, sealing, and densifying capabilities, ensuring 
long-term protection and a refined finish. 

 

USES 

Eco Densi Shield Sodium is an ideal solution for enhancing a wide range of cementitious surfaces, 
making it especially effective in the following applications: 

• Concrete flooring 

• Industrial and commercial facilities 

• Polished and honed concrete surfaces 

• High-traffic pedestrian and vehicular areas 

 

KEY BENEFITS 

• Superior Abrasion Resistance: Significantly improves the durability and lifespan of the 
surface, ensuring long-term resistance to wear and tear. 

• Micro-Pitting Prevention: Effectively safeguards concrete surfaces from fine surface 
cracks and gradual deterioration, preserving structural integrity over time. 

• Dustproof & Chemically Resistant: Provides enhanced protection by significantly 
increasing resistance to petroleum-based substances, various chemicals, and abrasive 
materials, ensuring a more durable and long-lasting concrete surface. 

• Effective Moisture Barrier: Provides reliable protection by reducing water penetration and 
contaminant infiltration, helping to preserve the integrity of the concrete over an extended 
period. 
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• Long-Lasting Sheen: Provides an aesthetically appealing finish that enhances the visual 
quality of the concrete surface while ensuring it remains polishable for extended durability 
and longevity. 

• Odour-Free & VOC-Compliant: Designed with an environmentally conscious formula that 
ensures a safe, odour-free application while remaining completely user-friendly and 
compliant with the latest volatile organic compound (VOC) regulations. 

• Effortless Application: This product is formulated as a ready-to-use solution, offering an 
intuitive and straightforward application process that minimises labour and ensures 
efficient results. 

• Enhanced Surface Protection: Offers superior resistance against discolouration and 
visible wear caused by pedestrian and vehicular traffic, ensuring a long-lasting and well-
maintained concrete appearance. 

 

COVERAGE 

Approximate coverage: 5 - 20 m² per litre, depending on substrate porosity and absorption capacity. 

 

SURFACE PREPARATION 

• Ensure the substrate is clean, dry, and free of contaminants such as grease, oil, dust, paint, 
or curing agents. 

• For Existing Concrete: Surface contaminants should be removed through diamond grinding 
or shot blasting to ensure optimal penetration. If acid etching is used, neutralise and rinse 
thoroughly per manufacturer instructions, ensuring the substrate is dry before application. 

• For Pre-Coated Surfaces: Lightly sand with 100-grit abrasive paper and remove all dust 
before application. 

 

APPLICATION 

For Steel-Trowelled & Burnished Concrete: Apply immediately following the final trowelling and 
burnishing process. 

For Green Concrete: When used as a curing compound, dilute at a 2:1 ratio (water to Eco Densi 
Shield Sodium). 

• Application Equipment: 

o Low-pressure airless sprayer 

o Pump pack 

o Soft-bristled broom or microfibre floor applicator 

• Application Process: 

o Distribute in a thin, uniform coat. 

o Maintain surface wetness for a minimum of 15 minutes post-application. 
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o Avoid excessive pooling to prevent staining. 

• For Honed Concrete: Apply after grouting with Eco Grout and prior to resin-bond diamond 
polishing. 

 

LIMITATIONS 

• Do not apply in temperatures above 30°C or below 10˚C. 

• Avoid application if rain is expected within 30 minutes. 

• Always review the Safety Data Sheet (SDS) before product use. 

 

TECHNICAL SPECIFICATIONS  

Property Specification 

Appearance Transparent liquid 

Odour Odourless 

Spread Rate 5 – 20m² per litre 

Main Components Sodium 

Specific Gravity 1.20 

Flammability Does not burn 

Water Solubility Dispersible 

Shelf Life 2 years (store at 10-35˚C) 

Packaging Sizes Available in 5, 15 and 200 litre containers 
 

 

HEALTH & SAFETY 

For detailed safety information, refer to the latest Safety Data Sheet (SDS) available at 
www.ecoshield.com.au. 

For emergencies, contact 24-hour mobile support at 0413 075 994. 

First Aid Measures 

• If swallowed: Do not induce vomiting. Dilute with milk or water and seek medical advice if 
necessary. 

• If in eyes: Rinse immediately with water for several minutes. Remove contact lenses if 
present. Continue rinsing and seek medical attention if irritation persists. 

• If on skin: Wash thoroughly with soap and water. If irritation persists, seek medical 
assistance. 

Poisons Information Centre: 131 126. 

http://www.ecoshield.com.au/
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MANUFACTURER’S DISCLAIMER 

The use of this product in combination with other manufacturers’ products may impact its 
performance. Ecoshield Performance Coatings Pty Ltd is not responsible for any issues arising from 
improper application or deviation from recommended procedures.  

Product formulations and application methods are subject to updates—please ensure you have the 
latest information. 

 

CONTACT INFORMATION 

Ecoshield Performance Coatings Pty Ltd 

   08 8185 7148 

        info@ecoshield.com.au 

  www.ecoshield.com.au 
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